PRECURED TREAD RUBBER MOLDING PRESS

TECHNICAL SPECIFICATIONS:
MODELS | STP - 360 STP - 650 I STP - 800 | STP - 1000 STP - 1200 STP - 2000
(lamping Force {T) 340 450 800 1000 1200 2000
[ Toble Size {mm) 0543650 | 305x8000 | 400xB000 | 3505500 6254500 | 40011000
Deylight (MM) 125 each 125 aach 175 each 125 each 150 ench 150 each
No. of Daylight / Loyers 4 Ns. 5 Nos. 5 Hos. 4 Nos. b Nos. 5 Nas.
[ Shoke of Moin Gylinder 500 mm 00 mm 550 mm 500 mm 900 mm. 750 mm
o. of Cylinders & Mo, 12 Nos. B blos, 10 Nos, 8 Nos. 20 Mos.
Fiston dia of each oylinders @ 200 mm @ 200 mm @ 250 mm @ 750 mm @ 300 mm @ 250 mm
Elechic J'ﬂnIﬂI_I[H.F.] 10HEP HHE MHE #5HE S0 HE AHE
Working Pressure (Bar) 200 Bor 200 Bar 200 Bar 200 Bar 200 Bar 200 Bor
Weight {apprax) 35 Tons 75- 80 Tons 80 - 85 Tans 50 tons 50-60 Tans 130 tons
Speclic Pressure. | A0t 45 Kg/em? | 401045 Kfan2 | AQtod5 Kyfem? | 451050 /a2 | 4510 50Kg/am2 | 45050 Ky/em2 |
\ Henting Method Steam / Thermic Oil | Steam / Thermic Ol | Steam / Thermic 0l | Steam / Thermic il | Steam / Thermic Oil | Steom / Thesmic il )




